
 

I dati contenuti in questo documento sono forniti a titolo informativo ma non costituiscono specifica di fornitura. BETA UTENSILI SPA garantisce la 

costanza qualitativa in relazione alle proprie specifiche tecniche. Non possiamo assumerci la responsabilità di risultati ottenuti da terzi dove i metodi di 

lavoro non sono sotto il nostro diretto controllo. È responsabilità dell’utilizzatore verificare la validità delle caratteristiche del prodotto in relazione alle 

sue necessità produttive e di adottare tutte le necessarie misure per la protezione delle persone e delle cose dalle situazioni che si possono verificare 

con la messa in opera del prodotto. BETA UTENSILI SPA non riconosce nessuna esplicita e/o tacita responsabilità, per danni di qualsiasi genere, 

accidentali o derivanti dall’uso non appropriato del prodotto, compreso la perdita di profitti.

FORMATI DISPONIBILI
Bomboletta 400 ml. Confezione da 12 pezzi
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CARATTERISTICHE
Base: Miscela di grasso minerale 

additivato con rame

Propellente: Idrocarburi, denaturati 

inodori e atossici

Aspetto: Grasso tixotropico ramato

Resistenza a temperature:

200°C per il supporto oleoso,

700°C per la polvere di rame

Punto goccia: <180°C

PROPRIETÀ
NON CONTIENE CFC

ISTRUZIONI D’IMPIEGO
Pulire le superfici da trattare prima dell'applicazione.

Spruzzare il prodotto a brevi intervalli da una distanza di circa 10 cm.

Grasso al rame micronizzato

DESCRIZIONE
Grasso spray additivato con rame impiegato in tutte quelle applicazioni in cui 

si ha bisogno di lubrificare parti meccaniche sottoposte a alte temperature. 

Adatto per lubrificazione di componenti fortemente sollecitati e di filettature, 

per prevenire il grippaggio e facilitarne lo sbloccaggio. Particolarmente 

indicato durante il rodaggio di macchinari nuovi, cuscinetti, alberi motore, 

ingranaggi di macchine utensili, filettature di comando di macchine utensili, 

montaggio di elementi sterzanti, montaggio regolatori di motori bulloneria e 

rotaie di macchinari usati nei forni. Protettivo, anti-usura. Per lubrificare a 

temperature superiori a 700°C  sino a 1000°C. Previene l'ossidazione. Non 

cola.
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CHARACTERISTICS
Base: Mixture of mineral grease added

with copper

Propellant: Denatured and odourless

hydrocarbon (VOC Free)

Aspect: Copper grease

Temperature resistance: 

200°C (for oily support)

700°C (for copper powder)

Dropping point: < 180°C

PROPRIETÀ
IT DOES NOT CONTAIN CFC

INSTRUCTIONS OF USE
Clean the surface to treat before the application.

Spray the product in short intervals at a 10 cm distance.

Copper grease

DESCRIZIONE
Mineral grease mixed with copper, used in all applications which need a 

lubrication of mechanic parts under high temperature. Its characteristics 

make it suitable for the following uses: Lubrication of strongly stressed 

components and threads (to avoid the seizing and make easier the 

triggering) particularly during the testing of new machines, bearings and 

driveshafts, gear train of tool machine and threads of command of tool 

machines, steering elements assembly. Engine regulator assembly. Bolts, 

bearings, rail of used machines in furnaces. Copper grease is particularly 

indicated for lubrication at temperatures higher than 700°C (up to 1000°C).

PACKAGING 
Spray Aerosol ml 400. Box 12 Aerosol.

The data contained in this document are provided for information purposes but are not specific supply even if they are considered as reliable products 

in our laboratories. BETA UTENSILI SPA ensures consistent quality in relation to their own specifications. We can not take responsibility for results 

obtained by others where the methods of work are not under our direct control. It is your responsibility to verify the validi ty of the product 

characteristics in relation to its production needs and to take all necessary measures for the protection of people and things from the situations that 

may occur with the implementation of the product. BETA UTENSILI SPA  disclaims all express and / or tacit responsibility for damages of any kind, 

consequential or incidental inappropriate use of  BETA UTENSILI SPA  product, including lost profits.
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