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BETA 1498H/25A

Electronic multipurpose battery
charger, 12-24V

Innovation and technology at the service of
professionals with 9 automatic charging stages.

www.beta-tools.com

Works on lead-acid and lithium batteries (Pb - GEL - Ca/Ca
- AGM - Star/Stop - Lithium LiFePo4) with a charging
capacity of 30-550Ah and a maintenance capacity of
30-800AN.

Specifications

POWER SUPPLY: 230 (1ph) V
FREQUENCY: 50/60 Hz
VOLTAGE: 12/24 V

Pb, GEL, Ca/Ca, AGM, Start/Stop,
Lithium (LiFePo4)

CHARGING CURRENT: 6/24 A

CHARGING CAPACITY: 30 - 550 Ah (LiIFEPO4 6 - 550 Ah)
HOLDING CAPACITY: 30/800 Ah

BATTERY TYPE:

POWER SUPPLY: 13,8V - 20A

CHARGING POSITIONS: 9

Weight: 2,11

Certifications and Standards: CE
Features

LCD display and 3-colour LED indicators for a clear and intuitive user interface.

INTELLIGENT CHARGING
State-of-the-art software capable of independently managing parameters on all battery types.

EASE OF USE
Simple design with intuitive controls for easy and immediate use.

MULTIFUNCTION
Multiple functions for complete battery management: quick charge, time maintenance and recovery.

Scan the QR Code to access the web tab
Specs, media and documentation in one click.
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BETA 1498H/25A

Electronic multipurpose battery Operational advantages and
charger, 12-24V benefits

www.beta-tools.com

DIGITAL DISPLAY PRACTICAL CIRCUIT COOLING

Large, clear display for easy The iron hook on the rear allows A large cooling grid prevents the
reading of data. the charger to be hung on the wall. charger from overheating even at

high performance.

EFFICIENT CHARGING

Quality materials guarantee
durability, secure connections and
effective power transmission gear.

Scan the QR Code to access the web tab
Specs, media and documentation in one click.
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BETA 1498H/25A
Electronic multipurpose battery

charger, 12-24V

Specifications
POWER SUPPLY:

FREQUENCY:
VOLTAGE:

BATTERY TYPE:

CHARGING CURRENT:
CHARGING CAPACITY:
HOLDING CAPACITY:
POWER SUPPLY:
CHARGING POSITIONS:

Weight:

230 (1ph) V

50/60 Hz

12/24 V

Pb, GEL, Ca/Ca, AGM, Start/Stop,
Lithium (LiFePo4)

6/24 A

30 - 550 Ah (LiIFePO4 6 - 550 Ah)
30/800 Ah

13,8V - 20A

9

2,11

Certifications and Standards:

Coded items

Ce€
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Technical Specifications
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Scan the QR Code to access the web tab
Specs, media and documentation in one click.
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