## 1924F

## Butterfly compact reversible impact wrench

## C <br> 38"

- "Double rocking dog" impulse device
- Ergonomic and compact, for enhanced ease of use in small, hardly accessible areas
- Extremely lightweight and handy
- Reversible tilting butterfly lever
- Three power adjustable positions
- Remarkable weight/power ratio; it allows torques of up to 108 Nm to be reached

Compact and powerful

108 Nm

| Free speed |  | 12,000 rpm |  |
| :---: | :---: | :---: | :---: |
|  |  |  | Maximum torque 108 Nm |
| $\begin{array}{lr}\text { Bolt capacity } & \text { Cl } 8.8 \mathrm{M12} 18 \mathrm{~mm} \\ \text { Bolt capacity } & \text { Cl } 12.9 \mathrm{M10} 16 \mathrm{~mm}\end{array}$ |  |  |  |
|  |  |  |  |
| Air inlet 1/4" GAS |  |  |  |
| Working pressure |  |  | 6.2 bar |
| Internal hose size (Ø) |  |  | 10 mm |
| Mean air consumptionWeight |  |  | $591 / \mathrm{min}$ |
|  |  |  | Weight 0.5 kg |
| 블 | art. | $\cdots$ | kg |
| 019240025 | 1924F | 3/8 | 0,5 |



