
8016U2

 dimensioni EN 13411-5

 art.
Ø

mm
Ø
” N x T Nm

080160855 8016U2 5 wire rope clips malleable cast iron body galvanized 5 3/16 3x156 2,0
080160856 8016U2 6,5 wire rope clips malleable cast iron body galvanized 6,5 1/4 3x192 3,5
080160858 8016U2 8 wire rope clips malleable cast iron body galvanized 8 5/16 4x320 6
080160860 8016U2 10 wire rope clips malleable cast iron body galvanized 10 3/8 4x320 9
080160862 8016U2 12 wire rope clips malleable cast iron body galvanized 12 1/2 4x384 20
080160864 8016U2 14 wire rope clips malleable cast iron body galvanized 14 9/16 4x448 33
080160866 8016U2 16 wire rope clips malleable cast iron body galvanized 16 5/8 4x512 49
080160869 8016U2 19 wire rope clips malleable cast iron body galvanized 19 3/4 4x512 68
080160872 8016U2 22 wire rope clips malleable cast iron body galvanized 22 7/8 5x680 107
080160876 8016U2 26 wire rope clips malleable cast iron body galvanized 26 1 5x760 147
080160880 8016U2 30 wire rope clips malleable cast iron body galvanized 30 1.1/8 6x984 212
080160884 8016U2 34 wire rope clips malleable cast iron body galvanized 34 1.1/4 6x1080 296
080160890 8016U2 40 wire rope clips malleable cast iron body galvanized 40 1.1/2 6x1176 363

With identification number

TECHNICAL DATA
• traceability code
LABORATORY TESTS
• chemical analysis
• torque test
AVAILABLE CERTIFICATES
• Technical product specifications
• Test report UNI EN10204 type 2.2
• Manufacturer's Certificate UNI EN13411-5
• CE Certificate of Conformity


